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ASY DSB144-22
1 SPEED 230V AC

ENGINEERING STANDARDS ARE REFERENCED

AS 5-3-05-05- SERIES,IF IN DOUBT,

PLEASE REQUEST LATEST ISSUE.
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CHKD

DATE

AP.

DATE

DA

01/03/05

N.T.S.

ASY/DSB/144/077338

1 08/01/04 16331

The Partner of Choice

SEE DETAILS

SEE DETAILS

ISSUED

2

01/08/06 16999

NOTE ADDED: PCB IS 

CONFORMALLY COATED
3 20/05/04 16400

4 14/07/04 16443OUTLET PLATE CROPPED

REDRAWN USING NEW 

CASTING, NEW 'O' RING ETC...5 01/03/05 16598

GRAPH No. CHANGED FROM 

G9930 TO G10062
6 02/05/06 16845

35.1/34.9 WAS 34.8/34.6,

94.7 WAS 94.4, 96.5 WAS 96.37

LOGOS REMOVED

FROM COVER
01/03/04 16349B

8
PICTORIAL UPDATE.

NEW ROTOR CUP SHOWN.
22/01/08 17340

178109
IMPELLER WAS 8600628

NOTE 10 DELETED
17/06/09

17966B10 19/11/09
WORKS ORDER No. ADDED TO 

LABEL. LOGO DELETED.

11
SERVICE SPEED WAS 8500 RPM.

SUPPLY VOLTAGE WAS 184 TO 268V
TEMP RANGE WAS -10°C TO +75°C

1/3/12 18584A

YEAR

WEEK SERIAL No.

10

WORKS ORDER No.

NOTES:

1.   SUPPLY VOLTAGE 198 TO 264V 50/60Hz.
2.   AMBIENT TEMPERATURE RANGE: -10°C TO +50°C.
      MAXIMUM AIR / GAS TEMPERATURE: +80°C.
      STORAGE TEMPERATURE RANGE: -30°C TO +80°C.
3.   AIR PERFORMANCE AS GRAPH No. G10062.
4.   DYNAMIC BALANCE STANDARD: ISO 1940, G2.5 @ 8600RPM.
5.   PROTECTION FEATURES: LOCKED ROTOR - 
      BLOWER WILL ATTEMPT TO RESTART EVERY 
      1 SECOND UNTIL CONDITION  IS CLEARED.
6.   WEIGHT: 1.5kg.
7.   UNTOLERANCED DIMENSIONS ARE FOR 
      REFERENCE PURPOSES ONLY.
8.   PCB IS CONFORMALLY COATED.
9.   TEST SPECIFICATION: TS 077338.
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DSB144-22 230V ~ 50Hz

1.00A 140W CLASS 'B'
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