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● Stainless steel cylinder tube design, light weight and 
strong rigidity. 

● Magnetic design. The radial magnetic force transmits 
power to drives the loading by the built-in magnetic 
ring on the piston and the external magnet inside the 
body.

● With the integrated design of the single shaft attached 
to the guide rail, the friction resistance of the sliding 
guide rail can be reduced to achievethe high load 
capacity.

● One-sided inlet port design provides group piping 
arrangment easily.

Specification
Item Bore size(mm) Ø10 Ø15 Ø20 Ø25

Action Double acting
Fluid Air
Pressure range 1.5 ~ 4.5(150~450) 1.5 ~ 6.0 ( 150 ~ 600 ) 
Max. operating pressure 5.0 ( 500 ) 6.5 ( 650 )
Ambient and fluid temperature 0 ~ 60
Piston speed 50 ~ 500
Lubrication Lubrication free type
Port size M5

MRX series Magnetically Coupled Rodless Cylinder (Linear guide)

Product feature

Feature

Standard stroke

Bore Standard stroke Max stroke

Ø10 50, 100, 150, 200, 250, 300 300

Ø15 50, 100, 150, 200, 250, 300, 350, 400, 450, 500 500
Ø20 50, 100, 150, 200, 250, 300, 350, 400, 450, 500 800
Ø25 50, 100, 150, 200, 250, 300, 350, 400, 450, 500, 550, 600 800

Unit: mm

Theoretical output

Bore size 
(mm) Operating Piston area   

(cm²)
Air pressure (kgf / cm²)

1 2 3 4 5 6
Ø10 Push 1.5 — 1.6 2.4 3.2 4 4.7
Ø15 Push 1.76 — 3 5 7 8 10
Ø20 Push 3.14 — 6 9 12 15 18
Ø25 Push 4.90 — 9 14 19 24 29

Note: All of above are theoretical data. Before actual adoption, the frictional resistance and mechanical efficiency shall be taken into consideration (about 70% ~ 80%)

Unit: kgf

kgf/cm² (kPa)

kgf/cm² (kPa)

° C

mm/s
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緩衝裝置選項的安裝範例及安裝方向
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訂購稱呼代號

最大吸收能力氣缸內徑

SAT-1007

緩衝器機種

SAT-0806

10

20
25

SAT-0806

15
0.3 Kgf • m

0.3 Kgf • m

0.6 Kgf • m

SAT-1007 Kgf • m0.6

作動規格表與訂購稱呼代號

內部結構圖

規格表 標準製作長度表MRX 系列
單位mm

氣缸使用壓力限制氣孔位置代號說明

F

R

L

氣缸內徑 最低起動壓力

1.5
1.5

15
20
25

6.5
6.5
6.5

10 5

單位Kgf/cm²

最大使用壓力

1.5
1.5

3 42

1

缸徑項目 20(mm) 15 25

kgf/cm² (kPa)

kgf/cm² (kPa)

使用溫度範圍

使用流體

最大使用壓力

使用壓力範圍

作動形式

配管接頭口徑

使用速度範圍

潤滑

50 ~ 500

( 150 ~ 600 )

自由供給方式

双動氣缸

°C
mm/s

M5X0.8

0 ~ 60

1.5 ~ 6
空氣

6.5 ( 650 )

10

(150~450)
1.5 ~ 4.5

5.0(500)

最大行程標準行程缸徑

50、100、150、200、250、300

Ø15

Ø20

Ø25

300

500

800

800

50、100、150、200、250、300
、350、400、450、500

50、100、150、200、250、300
、350、400、450、500

50、100、150、200、250、300
、350、400、450、500、550、600

Ø10

MRX F 10 50 2SD 2A

機 種 仕 樣 氣 孔 位 置 氣 缸 內 徑 氣 缸 行 程 感 應 器 裝 置 緩 衝 裝 置

MRX

MRX : 磁偶式無桿氣缸

附滑軌型

F

R

L

10 - Ø10

25 - Ø25

15 - Ø15
20 - Ø20

50 ~ 600
50 ~ 500
50 ~ 500
50 ~ 300

無記號不附感應器

2  : 感應器數量

SB  : 感應器記號(CS-9B)
SD  : 感應器記號(CS-9D)
SG  : 感應器記號(CS-8G)

2  : 感應器數量

2 : 2 個感應器

1 : 1 個感應器

（選配件）

CS-8G 2SG

CS-9D 2SD

2 = 2 支
1 = 1 支

A : 油壓緩衝器

無記號
不附緩衝器及行程調整螺絲

B : 行程調整螺絲

2A

油壓緩衝器選購表（選配件）

6

5

MRX 系列－ 磁偶式無桿氣缸單軸附滑軌型

機械接合式
標準型

PRU

機械接合式
橢圓型

PRE

機械接合式
高精度導軌型

PRET

機械接合式
塑鋼滑塊型

PRES

機械接合式
平板型

PRF

機械接合式
高精度導軌型

PRUT

磁偶式
單軸標準型

MRD

MRB
磁偶式
側面固定型

MRBT
磁偶式
高精度導軌型

MRX
磁偶式
附滑軌型

MRU
磁偶式
自潤軸承型

MRH
磁偶式
線型軸承型

MRY
磁偶式
双滑軌型

3 4Hole display in position     and 

5 6Hole display in position     and 

1 2Hole display in position     and

訂購稱呼代號

最大吸收能力氣缸內徑

SAT-1007

緩衝器機種

SAT-0806

10

20
25

SAT-0806

15
0.3 Kgf • m

0.3 Kgf • m

0.6 Kgf • m

SAT-1007 Kgf • m0.6

作動規格表與訂購稱呼代號

內部結構圖

規格表 標準製作長度表MRX 系列
單位mm

氣缸使用壓力限制氣孔位置代號說明

F

R

L

氣缸內徑 最低起動壓力

1.5
1.5

15
20
25

6.5
6.5
6.5

10 5

單位Kgf/cm²

最大使用壓力

1.5
1.5

3 42

1

缸徑項目 20(mm) 15 25

kgf/cm² (kPa)

kgf/cm² (kPa)

使用溫度範圍

使用流體

最大使用壓力

使用壓力範圍

作動形式

配管接頭口徑

使用速度範圍

潤滑

50 ~ 500

( 150 ~ 600 )

自由供給方式

双動氣缸

°C
mm/s

M5X0.8

0 ~ 60

1.5 ~ 6
空氣

6.5 ( 650 )

10

(150~450)
1.5 ~ 4.5

5.0(500)

最大行程標準行程缸徑

50、100、150、200、250、300

Ø15

Ø20

Ø25

300

500

800

800

50、100、150、200、250、300
、350、400、450、500

50、100、150、200、250、300
、350、400、450、500

50、100、150、200、250、300
、350、400、450、500、550、600

Ø10

MRX F 10 50 2SD 2A

機 種 仕 樣 氣 孔 位 置 氣 缸 內 徑 氣 缸 行 程 感 應 器 裝 置 緩 衝 裝 置

MRX

MRX : 磁偶式無桿氣缸

附滑軌型

F

R

L

10 - Ø10

25 - Ø25

15 - Ø15
20 - Ø20

50 ~ 600
50 ~ 500
50 ~ 500
50 ~ 300

無記號不附感應器

2  : 感應器數量

SB  : 感應器記號(CS-9B)
SD  : 感應器記號(CS-9D)
SG  : 感應器記號(CS-8G)

2  : 感應器數量

2 : 2 個感應器

1 : 1 個感應器

（選配件）

CS-8G 2SG

CS-9D 2SD

2 = 2 支
1 = 1 支

A : 油壓緩衝器

無記號
不附緩衝器及行程調整螺絲

B : 行程調整螺絲

2A

油壓緩衝器選購表（選配件）

6

5

MRX 系列－ 磁偶式無桿氣缸單軸附滑軌型

機械接合式
標準型

PRU

機械接合式
橢圓型

PRE

機械接合式
高精度導軌型

PRET

機械接合式
塑鋼滑塊型

PRES

機械接合式
平板型

PRF

機械接合式
高精度導軌型

PRUT

磁偶式
單軸標準型

MRD

MRB
磁偶式
側面固定型

MRBT
磁偶式
高精度導軌型

MRX
磁偶式
附滑軌型

MRU
磁偶式
自潤軸承型

MRH
磁偶式
線型軸承型

MRY
磁偶式
双滑軌型

3 4Hole display in position     and 

5 6Hole display in position     and 

1 2Hole display in position     and

訂購稱呼代號

最大吸收能力氣缸內徑

SAT-1007

緩衝器機種

SAT-0806

10

20
25

SAT-0806

15
0.3 Kgf • m

0.3 Kgf • m

0.6 Kgf • m

SAT-1007 Kgf • m0.6

作動規格表與訂購稱呼代號

內部結構圖

規格表 標準製作長度表MRX 系列
單位mm

氣缸使用壓力限制氣孔位置代號說明

F

R

L

氣缸內徑 最低起動壓力

1.5
1.5

15
20
25

6.5
6.5
6.5

10 5

單位Kgf/cm²

最大使用壓力

1.5
1.5

3 42

1

缸徑項目 20(mm) 15 25

kgf/cm² (kPa)

kgf/cm² (kPa)

使用溫度範圍

使用流體

最大使用壓力

使用壓力範圍

作動形式

配管接頭口徑

使用速度範圍

潤滑

50 ~ 500

( 150 ~ 600 )

自由供給方式

双動氣缸

°C
mm/s

M5X0.8

0 ~ 60

1.5 ~ 6
空氣

6.5 ( 650 )

10

(150~450)
1.5 ~ 4.5

5.0(500)

最大行程標準行程缸徑

50、100、150、200、250、300

Ø15

Ø20

Ø25

300

500

800

800

50、100、150、200、250、300
、350、400、450、500

50、100、150、200、250、300
、350、400、450、500

50、100、150、200、250、300
、350、400、450、500、550、600

Ø10

MRX F 10 50 2SD 2A

機 種 仕 樣 氣 孔 位 置 氣 缸 內 徑 氣 缸 行 程 感 應 器 裝 置 緩 衝 裝 置

MRX

MRX : 磁偶式無桿氣缸

附滑軌型

F

R

L

10 - Ø10

25 - Ø25

15 - Ø15
20 - Ø20

50 ~ 600
50 ~ 500
50 ~ 500
50 ~ 300

無記號不附感應器

2  : 感應器數量

SB  : 感應器記號(CS-9B)
SD  : 感應器記號(CS-9D)
SG  : 感應器記號(CS-8G)

2  : 感應器數量

2 : 2 個感應器

1 : 1 個感應器

（選配件）

CS-8G 2SG

CS-9D 2SD

2 = 2 支
1 = 1 支

A : 油壓緩衝器

無記號
不附緩衝器及行程調整螺絲

B : 行程調整螺絲

2A

油壓緩衝器選購表（選配件）

6

5

MRX 系列－ 磁偶式無桿氣缸單軸附滑軌型

機械接合式
標準型

PRU

機械接合式
橢圓型

PRE

機械接合式
高精度導軌型

PRET

機械接合式
塑鋼滑塊型

PRES

機械接合式
平板型

PRF

機械接合式
高精度導軌型

PRUT

磁偶式
單軸標準型

MRD

MRB
磁偶式
側面固定型

MRBT
磁偶式
高精度導軌型

MRX
磁偶式
附滑軌型

MRU
磁偶式
自潤軸承型

MRH
磁偶式
線型軸承型

MRY
磁偶式
双滑軌型

3 4Hole display in position     and 

5 6Hole display in position     and 

1 2Hole display in position     and

內部結構圖

訂購稱呼代號

10

氣 缸 內 徑

10  –  Ø11
15  –  Ø15
20  –  Ø20
25  –  Ø25

規格表

項目

作動形式

使用流體

潤滑

配管接頭口徑

內置緩衝裝置

機種

使用速度範圍 mm/s

MRY-10

空氣

自由供給方式

M5X0.8 PT1/8
氣壓緩衝橡膠緩衝

1 ∼ 5 ( 100 ∼ 500 ) 1.5 ∼ 6 ( 150 ∼ 600 )

0 ∼ 60
50 ∼ 500

5.5 ( 550 ) 6.5 ( 650 )
使用溫度範圍 C0

使用壓力範圍 kgf/cm2(kPa)

最大使用壓力 kgf/cm2(kPa)

缸徑 mm 10

MRY-15
15

MRY-20
20

MRY-25
25

CS-9D

CHELIC
CS-9D

SD 2

無記號: 不附感應器

2 : 感應器數量

1 = 1 個感應器
2 = 2 個感應器
（選配件）

SD : 感應器記號( CS-9D )

SB : 感應器記號( CS-9B )

SD 2

感 應 器 裝 置

A 2

無記號: 不附緩衝器

2 : 緩衝器數量

1 = 1 個緩衝器
2 = 2 個緩衝器
3 = 3 個緩衝器
4 = 4 個緩衝器

A : 油壓緩衝器

A 2

緩 衝 器

B 2

無記號: 不附調整螺絲

2 : 調整螺絲數量

1 = 1 個螺絲
2 = 2 個螺絲
3 = 3 個螺絲
4 = 4 個螺絲

B : 行程調整螺絲

B 2

行程調整螺絲

双動氣缸

標準行程缸徑

標準製作長度表 油壓緩衝器選購表

50、100、150、200、250、300

50、100、150、200、250、300、350、400、450、500

50、100、150、200、250、300、350、400、450、500

50、100、150、200、250、300、350、400、450、500、550、600

Ø10

Ø15

Ø20

Ø25

單位mm

緩衝器機種 最大吸收能力氣缸內徑

20 SAT-1007

25 SAT-1007

SAT-080610

15 SAT-0806

0.15 Kgf.m

0.1 Kgf.m

0.1 Kgf.m

0.15 Kgf.m

MRY 系列 : 
單軸式無桿氣缸

双滑軌型

MRY

機 種 仕 樣

50

氣 缸 行 程

Ø10 – 50 ~ 300
Ø15 – 50 ~ 500
Ø20 – 50 ~ 500
Ø25 – 50 ~ 600

MRY 系列－ 磁偶式無桿氣缸又又滑軌型

作動規格表與訂購稱呼說明

機械接合式
標準型

PRU

機械接合式
橢圓型

PRE

機械接合式
高精度導軌型

PRET

機械接合式
塑鋼滑塊型

PRES

機械接合式
平板型

PRF

機械接合式
高精度導軌型

PRUT

磁偶式
單軸標準型

MRD

MRB
磁偶式
側面固定型

MRBT
磁偶式
高精度導軌型

MRX
磁偶式
附滑軌型

MRU
磁偶式
自潤軸承型

MRH
磁偶式
線型軸承型

MRY
磁偶式
双滑軌型

內部結構圖

訂購稱呼代號

10

氣 缸 內 徑

10  –  Ø11
15  –  Ø15
20  –  Ø20
25  –  Ø25

規格表

項目

作動形式

使用流體

潤滑

配管接頭口徑

內置緩衝裝置

機種

使用速度範圍 mm/s

MRY-10

空氣

自由供給方式

M5X0.8 PT1/8
氣壓緩衝橡膠緩衝

1 ∼ 5 ( 100 ∼ 500 ) 1.5 ∼ 6 ( 150 ∼ 600 )

0 ∼ 60
50 ∼ 500

5.5 ( 550 ) 6.5 ( 650 )
使用溫度範圍 C0

使用壓力範圍 kgf/cm2(kPa)

最大使用壓力 kgf/cm2(kPa)

缸徑 mm 10

MRY-15
15

MRY-20
20

MRY-25
25

CS-9D

CHELIC
CS-9D

SD 2

無記號: 不附感應器

2 : 感應器數量

1 = 1 個感應器
2 = 2 個感應器
（選配件）

SD : 感應器記號( CS-9D )

SB : 感應器記號( CS-9B )

SD 2

感 應 器 裝 置

A 2

無記號: 不附緩衝器

2 : 緩衝器數量

1 = 1 個緩衝器
2 = 2 個緩衝器
3 = 3 個緩衝器
4 = 4 個緩衝器

A : 油壓緩衝器

A 2

緩 衝 器

B 2

無記號: 不附調整螺絲

2 : 調整螺絲數量

1 = 1 個螺絲
2 = 2 個螺絲
3 = 3 個螺絲
4 = 4 個螺絲

B : 行程調整螺絲

B 2

行程調整螺絲

双動氣缸

標準行程缸徑

標準製作長度表 油壓緩衝器選購表

50、100、150、200、250、300

50、100、150、200、250、300、350、400、450、500

50、100、150、200、250、300、350、400、450、500

50、100、150、200、250、300、350、400、450、500、550、600

Ø10

Ø15

Ø20

Ø25

單位mm

緩衝器機種 最大吸收能力氣缸內徑

20 SAT-1007

25 SAT-1007

SAT-080610

15 SAT-0806

0.15 Kgf.m

0.1 Kgf.m

0.1 Kgf.m

0.15 Kgf.m

MRY 系列 : 
單軸式無桿氣缸

双滑軌型

MRY

機 種 仕 樣

50

氣 缸 行 程

Ø10 – 50 ~ 300
Ø15 – 50 ~ 500
Ø20 – 50 ~ 500
Ø25 – 50 ~ 600

MRY 系列－ 磁偶式無桿氣缸又又滑軌型

作動規格表與訂購稱呼說明

機械接合式
標準型

PRU

機械接合式
橢圓型

PRE

機械接合式
高精度導軌型

PRET

機械接合式
塑鋼滑塊型

PRES

機械接合式
平板型

PRF

機械接合式
高精度導軌型

PRUT

磁偶式
單軸標準型

MRD

MRB
磁偶式
側面固定型

MRBT
磁偶式
高精度導軌型

MRX
磁偶式
附滑軌型

MRU
磁偶式
自潤軸承型

MRH
磁偶式
線型軸承型

MRY
磁偶式
双滑軌型

Unit: kgf/cm²

F: Air ports from left/right side

R: Air port from right side

L: Air port from left side

MRX series Magnetically Coupled Rodless Cylinder (Linear guide)

Code of order

MRX ‒ R 10 x 100 ‒ A2 ‒ 9D 2

Image

Mark Cushion option Cushion
None Without cushion

A: 
Shock absorber 

B:
 Adjusting bolt

A1 Left side with shock absorber
B1 Left side with adjusting bolt
A2 Both sides with shock absorber
B2 Both sides with adjusting bolt
A3 Right side with shock absorber
B3 Right side with adjusting bolt
A4 Left A + Right B
B4 Left B + Right A

Bore size
(mm)

Shock 
absorber 

model
Maximum 

absroption (kgf˙m)

Ø10 SAT-0806 0.3
Ø15 SAT-0806 0.3
Ø20 SAT-1007 0.6
Ø25 SAT-1007 0.6

Bore size 
(mm) Specification Stroke adjustment 

(mm)

Ø10 M8x1.0P 0 ~ 15
Ø15 M8x1.0P 0 ~ 15
Ø20 M10x1.0P 0 ~ 20
Ø25 M10x1.0P 0 ~ 20

Bore 
size

(mm)
Quantity Assembly position

Ø10 2 1pc to left and right
Ø15 4 2 pcs to left and right
Ø20 4 2 pcs to left and right
Ø25 4 2 pcs to left and right

Assembly example and direction

How to select Shock absorber

Adjusting bolt (Option)

Shock absorber quantity 

A: Shock absorber B: Adjusting bolt

Image

CS-8B CS-9B

CS-8G CS-9D

Image

感應器固定座

CS-8G CS-8B CS-9D CS-9B CS-8G

黑 (-)
(+)白

DC 10～28V (CS-8G)使用電壓:

 (CS-8G)

感應器固定座

CS-8G CS-8B CS-9D CS-9B CS-8G

黑 (-)
(+)白

DC 10～28V (CS-8G)使用電壓:

 (CS-8G)

感應器固定座

CS-8G CS-8B CS-9D CS-9B CS-8G

黑 (-)
(+)白

DC 10～28V (CS-8G)使用電壓:

 (CS-8G)

感應器固定座

CS-8G CS-8B CS-9D CS-9B CS-8G

黑 (-)
(+)白

DC 10～28V (CS-8G)使用電壓:

 (CS-8G)

Code of order

訂購稱呼代號

最大吸收能力氣缸內徑

SAT-1007

緩衝器機種

SAT-0806

10

20
25

SAT-0806

15
0.3 Kgf • m

0.3 Kgf • m

0.6 Kgf • m

SAT-1007 Kgf • m0.6

作動規格表與訂購稱呼代號

內部結構圖

規格表 標準製作長度表MRX 系列
單位mm

氣缸使用壓力限制氣孔位置代號說明

F

R

L

氣缸內徑 最低起動壓力

1.5
1.5

15
20
25

6.5
6.5
6.5

10 5

單位Kgf/cm²

最大使用壓力

1.5
1.5

3 42

1

缸徑項目 20(mm) 15 25

kgf/cm² (kPa)

kgf/cm² (kPa)

使用溫度範圍

使用流體

最大使用壓力

使用壓力範圍

作動形式

配管接頭口徑

使用速度範圍

潤滑

50 ~ 500

( 150 ~ 600 )

自由供給方式

双動氣缸

°C
mm/s

M5X0.8

0 ~ 60

1.5 ~ 6
空氣

6.5 ( 650 )

10

(150~450)
1.5 ~ 4.5

5.0(500)

最大行程標準行程缸徑

50、100、150、200、250、300

Ø15

Ø20

Ø25

300

500

800

800

50、100、150、200、250、300
、350、400、450、500

50、100、150、200、250、300
、350、400、450、500

50、100、150、200、250、300
、350、400、450、500、550、600

Ø10

MRX F 10 50 2SD 2A

機 種 仕 樣 氣 孔 位 置 氣 缸 內 徑 氣 缸 行 程 感 應 器 裝 置 緩 衝 裝 置

MRX

MRX : 磁偶式無桿氣缸

附滑軌型

F

R

L

10 - Ø10

25 - Ø25

15 - Ø15
20 - Ø20

50 ~ 600
50 ~ 500
50 ~ 500
50 ~ 300

無記號不附感應器

2  : 感應器數量

SB  : 感應器記號(CS-9B)
SD  : 感應器記號(CS-9D)
SG  : 感應器記號(CS-8G)

2  : 感應器數量

2 : 2 個感應器

1 : 1 個感應器

（選配件）

CS-8G 2SG

CS-9D 2SD

2 = 2 支
1 = 1 支

A : 油壓緩衝器

無記號
不附緩衝器及行程調整螺絲

B : 行程調整螺絲

2A

油壓緩衝器選購表（選配件）

6

5

MRX 系列－ 磁偶式無桿氣缸單軸附滑軌型

機械接合式
標準型

PRU

機械接合式
橢圓型

PRE

機械接合式
高精度導軌型

PRET

機械接合式
塑鋼滑塊型

PRES

機械接合式
平板型

PRF

機械接合式
高精度導軌型

PRUT

磁偶式
單軸標準型

MRD

MRB
磁偶式
側面固定型

MRBT
磁偶式
高精度導軌型

MRX
磁偶式
附滑軌型

MRU
磁偶式
自潤軸承型

MRH
磁偶式
線型軸承型

MRY
磁偶式
双滑軌型

3 4Hole display in position     and 

5 6Hole display in position     and 

1 2Hole display in position     and

訂購稱呼代號

最大吸收能力氣缸內徑

SAT-1007

緩衝器機種

SAT-0806

10

20
25

SAT-0806

15
0.3 Kgf • m

0.3 Kgf • m

0.6 Kgf • m

SAT-1007 Kgf • m0.6

作動規格表與訂購稱呼代號

內部結構圖

規格表 標準製作長度表MRX 系列
單位mm

氣缸使用壓力限制氣孔位置代號說明

F

R

L

氣缸內徑 最低起動壓力

1.5
1.5

15
20
25

6.5
6.5
6.5

10 5

單位Kgf/cm²

最大使用壓力

1.5
1.5

3 42

1

缸徑項目 20(mm) 15 25

kgf/cm² (kPa)

kgf/cm² (kPa)

使用溫度範圍

使用流體

最大使用壓力

使用壓力範圍

作動形式

配管接頭口徑

使用速度範圍

潤滑

50 ~ 500

( 150 ~ 600 )

自由供給方式

双動氣缸

°C
mm/s

M5X0.8

0 ~ 60

1.5 ~ 6
空氣

6.5 ( 650 )

10

(150~450)
1.5 ~ 4.5

5.0(500)

最大行程標準行程缸徑

50、100、150、200、250、300

Ø15

Ø20

Ø25

300

500

800

800

50、100、150、200、250、300
、350、400、450、500

50、100、150、200、250、300
、350、400、450、500

50、100、150、200、250、300
、350、400、450、500、550、600

Ø10

MRX F 10 50 2SD 2A

機 種 仕 樣 氣 孔 位 置 氣 缸 內 徑 氣 缸 行 程 感 應 器 裝 置 緩 衝 裝 置

MRX

MRX : 磁偶式無桿氣缸

附滑軌型

F

R

L

10 - Ø10

25 - Ø25

15 - Ø15
20 - Ø20

50 ~ 600
50 ~ 500
50 ~ 500
50 ~ 300

無記號不附感應器

2  : 感應器數量

SB  : 感應器記號(CS-9B)
SD  : 感應器記號(CS-9D)
SG  : 感應器記號(CS-8G)

2  : 感應器數量

2 : 2 個感應器

1 : 1 個感應器

（選配件）

CS-8G 2SG

CS-9D 2SD

2 = 2 支
1 = 1 支

A : 油壓緩衝器

無記號
不附緩衝器及行程調整螺絲

B : 行程調整螺絲

2A

油壓緩衝器選購表（選配件）

6

5

MRX 系列－ 磁偶式無桿氣缸單軸附滑軌型

機械接合式
標準型

PRU

機械接合式
橢圓型

PRE

機械接合式
高精度導軌型

PRET

機械接合式
塑鋼滑塊型

PRES

機械接合式
平板型

PRF

機械接合式
高精度導軌型

PRUT

磁偶式
單軸標準型

MRD

MRB
磁偶式
側面固定型

MRBT
磁偶式
高精度導軌型

MRX
磁偶式
附滑軌型

MRU
磁偶式
自潤軸承型

MRH
磁偶式
線型軸承型

MRY
磁偶式
双滑軌型

3 4Hole display in position     and 

5 6Hole display in position     and 

1 2Hole display in position     and

Hole position expression The limit of cylinder pressure
Bore size Min operating pressure Max. operating pressure

Ø10 1.5 5
Ø15 1.5 6.5
Ø20 1.5 6.5
Ø25 1.5 6.5

Mark Port position

F Air ports from left/ 
right side

R Air port from right side
L Air port from left side

Mark Bore size (mm)

10 Ø10
15 Ø15
20 Ø20
25 Ø25

Mark Sensor quantity
1 1 pc
2 2 pcs

Bore size 
(mm) Stroke (mm)

Ø10 50 ~ 300
Ø15

50 ~ 500
Ø20
Ø25 50 ~ 600

Mark Sensor switch
None Without sensor switch

8B CS-8B
8G CS-8G
9B CS-9B
9D CS-9D

Please refer to P.8-2.9Please refer to P.8-2.7

Please refer to P.8-2.7 Please refer to P.8-2.9

5

3 4 5 621

1 4

2

6

3
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MRX series Magnetically Coupled Rodless Cylinder (Linear guide)

Internal structure

MRX series Magnetically Coupled Rodless Cylinder (Linear guide)

Product feature

Components and material list
NO. Item Material NO. Item Material NO. Item Material
01 Slide base Aluminum alloy 13 Piston magnect spacer Pig iron 25 Piston rod screw Stainless steel
02 Left end cap Aluminum alloy 14 Shaft packing plate POM 26 Set screw Alloy steel
03 Right end cap Aluminum alloy 15 Piston packing NBR 27 Stopper Bearing steel
04 Slider Aluminum alloy 16 Shaft packing NBR 28 Sensing magnet Rare earth
05 body Aluminum alloy 17 Supply port O-ring NBR 29 C clip Alloy steel
06 Air cushion lever Aluminum alloy 18 Piston O-ring NBR 30  Shock absorber Carbon steel
07 Piston POM 19 Air cushion lever O-ring NBR 31 Slider set Customized
08 Shaft Stainless steel 20 Air cushion lever O-ring NBR 32 Stainless ball Stainless steel
09 Piston rod joiner Stainless steel 21 Air cushion O-ring NBR 33 Set screw Alloy steel
10 Body magnet Rare earth 22 End cap screw Alloy steel 34 Dowel pin Bearing steel
11 Magnect spacer Pig iron 23 Rail screw Alloy steel 35 Absorbing rubber NBR
12 Piston magnet Rare earth 24 Slider screw Alloy steel 36 O-ring NBR

2506 1607 12 10 11 13 09 18 15 21 19 20

30

08

0102 0304 05 2224 3129 232714 34

3533

26 28

32 17

36

零件名稱及相關材料表

迫緊及O型環零件表

內部結構圖

零件名稱及材料表

mm缸徑
數量

註活塞迫緊及軸用迫緊全採用進口品三菱阪上及相同等級規格。

項目 活塞迫緊 緩衝型環軸用迫緊

2 2 2

鋁合金

不銹鋼

不銹鋼

鋁合金

鋁合金

鋁合金

鋁合金

鋁合金

希土類

生鐵

生鐵

耐油膠

塑鋼

希土類

塑鋼

端蓋左

滑軌座

03

02

01

本體磁鐵

活塞連結桿

主軸

本體

緩衝桿

滑塊

活塞

09

06

07

05

04

08

11
12

10

15

14

13

17

18

16

端蓋右

本體磁鐵間隔片

活塞磁鐵

活塞磁鐵間隔片

活塞迫緊

軸用迫緊

活塞O 型環

軸用迫緊座

耐油膠

耐油膠

耐油膠通氣孔O型環

耐油膠

耐油膠

耐油膠

端蓋固定螺絲

滑軌固定螺絲

滑塊固定螺絲

19

20

21

22

23
24

27

26

25

29

30

28

31

32

33

34

35
36

緩衝桿O 型環_1

緩衝桿O 型環_2

緩衝O 型環

合金鋼

合金鋼

合金鋼

鋼珠 不銹鋼

滑軌組 訂製品

止附螺絲 合金鋼

定位銷 軸承鋼

緩衝橡膠 耐油膠

耐油膠止漏型環

不銹鋼

緩衝器 中碳鋼

止附螺絲

感應磁鐵

C型扣環

衝擊塊

活塞固定螺絲

合金鋼

合金鋼

軸承鋼

希土類

編號 項目 材質 編號 項目 材質 編號 項目 材質

PDU−26×34.4

PDU−11×16.7

PDU−21×28.3

PPY−25

DYP−15

DYP−20

Ø2.8 × Ø1.9

Ø25

Ø15
Ø20

Ø10 PPY−10

Ø10 × Ø1.5PDU−17×22.4

MRX 系列－ 磁偶式無桿氣缸單軸附滑軌型

Product weight
Bore size (mm) Stroke = 0mm Additional weight

Ø10 0.52 0.32
Ø15 0.72 0.4
Ø20 1.05 0.6
Ø25 1.2 0.7

註 : 行程每增加 100mm 時增加之重量；重
量誤差約 ±5%

Unit: kgf

Packing and O-ring material list
Item Piston packing Shaft packing Cushion O-ring

2 2 2
Ø10 PPY ‒ 10 PDU － 11×16.7 Ø2.8 × Ø1.9
Ø15 DYP ‒ 15 PDU － 17×22.4 Ø10 × Ø1.5
Ø20 DYP ‒ 20 PDU － 21×28.3 —
Ø25 PPY ‒ 25 PDU － 26×34.4 —

Note: The piston packing and shaft packing are from MITSUBISHI, SAKAGAMI or the same good level of quality material.

Unit: mm

QuantityBore size 

Note: Additional weight per each 100 mm in ± 5% difference



6-8.59

MRX series Magnetically Coupled Rodless Cylinder (Linear guide)

Installation

Load and moment allowable

Max. load and moment allowable

Vertical operation for max. load allowable

Bore size
( mm )

Max. moment allowable ( N • m ) Max. load allowable ( kg )

M1 M2 M3 W1 W2 W3 W4
10 1 2 1 2 2 2 1.4
15 1.5 3 1.5 5 2 5 2
20 8 12 8 8 8 8 8
25 14 20 14 12 12 12 12

Select the moment from within the range of operating limits shown in the graphs. Note that the maximum 

allowable load value may sometimes be exceeded even within the operating limits. Therefore, also check the 

allowable load and moment.

In vertical operation, observe the maximum load mass (W4) to prevent a drop due to slipping off of magnet 

couplings.

設計、安裝參考資料

理論出力表

容許負載及力矩

最大容許力矩及最大容許負載

垂直安裝最大容許負載

缸徑

mm
動作 受壓面積

cm²

空氣壓力( kgf/cm² )

1 2 3 4 5 6 7

15

20
25

推

推

推





10 推

3

6

9

5 7 8 10

9

14

12

19

15

24

18

29

12

21

34

1.6 2.4 3.2 4 4.7 5.5

缸徑
( mm )

最大容許力矩( N • m )

M1 M2 M3 W1 W2 W3 W4

10

15

20

25

1 12 2 2 2 1.4

1.5 1.53 5 5 5 2

14 1420 12 12 12 12

8 8 8 8 8 812

最大容許負載 ( kg )

請參考圖表使用界限範圍內的力矩，另外即使在圖表的使用界限範圍內，也有可能超出最大容許負載的值，所以

請合併考慮最大容許力矩與最大容許負載。

氣缸使用在垂直方向安裝時，請確認機種選擇方法的最大容許負載。如果使用超出容許值，會造成氣缸內

部磁鐵脫脫磁而使工作物掉落。

W1

W2

W3

W4

L1 L2

F1 F2

M1=F1 x L1
M2=F2 x L2

L3

F3

M3=F3 x L3

註以上皆為理論數據實際採用前須考慮磨擦阻力及機械效率值併加計算。約為70% ~ 80%  

MRX 系列－ 磁偶式無桿氣缸單軸附滑軌型

機械接合式
標準型

PRU

機械接合式
橢圓型

PRE

機械接合式
高精度導軌型

PRET

機械接合式
塑鋼滑塊型

PRES

機械接合式
平板型

PRF

機械接合式
高精度導軌型

PRUT

磁偶式
單軸標準型

MRD

MRB
磁偶式
側面固定型

MRBT
磁偶式
高精度導軌型

MRX
磁偶式
附滑軌型

MRU
磁偶式
自潤軸承型

MRH
磁偶式
線型軸承型

MRY
磁偶式
双滑軌型



6-8.60

MRX series Magnetically Coupled Rodless Cylinder (Linear guide)

Installation

Load and moment allowable

設計、安裝參考資料

容許負載及力矩使用

MRX 系列－ 磁偶式無桿氣缸單軸附滑軌型

4

3

2

1

0.5

10

20

30

5

50 100 300 500

MRX Ø10

MRX Ø15

MRX Ø20

MRX Ø25



















  

MRX Ø10

MRX Ø15

MRX Ø20

MRX Ø25
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2

1
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10

20
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5

50 100 300 500

MRX Ø10

MRX Ø15

MRX Ø20

MRX Ø25

4

3

2

1

0.5

10

20

30

5

50 100 300 500

4

3

2

1

0.5

10

20

30

5

50 100 300 500

4

3

2

1

0.5

10

20

30

5

50 100 300 500

4

3

2

1

0.5

10

20
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5

50 100 300 500

MRX Ø10

MRX Ø15

MRX Ø20

MRX Ø25

MRX Ø10

MRX Ø15

MRX Ø20

MRX Ø25

MRX Ø10

MRX Ø15

MRX Ø20

MRX Ø25

MRX Ø10

MRX Ø15

MRX Ø20

MRX Ø25

1 MRX / M 1 2 MRX / M 2 3 MRX / M 3

4 MRX / W 1 5 6 7MRX / W 2 MRX / W 3 MRX / W 4

Piston speed  mm/s
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MRX series Magnetically Coupled Rodless Cylinder (Linear guide)

Installation

Selection calculation

Calculation example  ①

L2w

L1

av

3-6.31

L 1

L2

M1

M1E

FE
Wxg

M3E

FE
Wxg

M3

av

av

F   = 1.4 / 100 ×      × g × W

Selection calculation
The selection calculation finds the load factor (       ) of the items blow,
where the total (         ) does not exceed 1.

Σ

Item Note 

1 Maximum load mass

2 Static moment

1

2

3

3 Dynamic moment

W

Calculation example 1

Load mass

Static moment

Dynamic moment

M2

Wxg

L 1

α Σαα αn = 1 + 2 +α3A +α3B = 0.1 + 0.082 + 0.35 + 0.28 = 0.812

Σαn

αn

Load factorαn

Σα α αn = 1 + 2 +α3  ≤ 1

α3B = M3E M 3E max
= 0.3 1.07
= 0.28

/
/

M 3E = 1 3 ×× FE L2

 = 0.05 × a W L 2

= 0.05 × 300 × 0.5 × 0.04
= 0.3 (N•m)

/
× ×v

= W / W
= 0.5 / 5
= 0.1

maxα1

= W / W maxα1

= M / M maxα2

= M   / ME E maxα3

α3A = M1E M 1E max
= 0.375 1.07
= 0.35

/
/

M 1E = 1 3 ×× FE L1

 = 0.05 × a W L 1

= 0.05 × 300 × 0.5 × 0.05
= 0.375 (N•m)

/
× ×v

Item Load factor Note

n = 0.812 ≤ 1
From above, selection cylinder match the request of MRX Ø15 operating

Review W
W max is the maximum load mass at av
Review M1、M2、M3
M max is the allowable moment at av
Review M1E、M2E、M3E
ME max is the allowable moment at av

: Average speed: ;Collision speed avv

avE

= M   / M max

= 0.245 (N • m)

= W × g × L
= 0.5 × 9.8 × 0.05

= 0.245 / 3
= 0.082

α

M 12

2 22

Operat ing condi t ions

Cylinder : MRX Ø15
Terminal butter mechanism : Standard ( Shock absorber )
Mounting : Side mounting L 1 = 50 ( mm ) L 2 = 40 ( mm )

Speed ( Average ) :       = 300 ( mm/s )
Load mass : W = 0.5 ( kg )
Excluding mass of arm section

av

Investigate W
Find the value of W max at
300 mm/s in graph  6  for W3

Investigate M2

Find the value of M2 max at
300 mm/s in graph  2

= 1.4 ×     a
= 1.4 × 300
= 420 (mm/s)

vv

Find the value of M1E max at
420 mm/s in graph  1

From above,
find the value of M3E max at
420 mm/s in graph  3

L2w

L1

av

3-6.31

L 1

L2

M1

M1E

FE
Wxg

M3E

FE
Wxg

M3

av

av

F   = 1.4 / 100 ×      × g × W

Selection calculation
The selection calculation finds the load factor (       ) of the items blow,
where the total (         ) does not exceed 1.

Σ

Item Note 

1 Maximum load mass

2 Static moment

1

2

3

3 Dynamic moment

W

Calculation example 1

Load mass

Static moment

Dynamic moment

M2

Wxg

L 1

α Σαα αn = 1 + 2 +α3A +α3B = 0.1 + 0.082 + 0.35 + 0.28 = 0.812

Σαn

αn

Load factorαn

Σα α αn = 1 + 2 +α3  ≤ 1

α3B = M3E M 3E max
= 0.3 1.07
= 0.28

/
/

M 3E = 1 3 ×× FE L2

 = 0.05 × a W L 2

= 0.05 × 300 × 0.5 × 0.04
= 0.3 (N•m)

/
× ×v

= W / W
= 0.5 / 5
= 0.1

maxα1

= W / W maxα1

= M / M maxα2

= M   / ME E maxα3

α3A = M1E M 1E max
= 0.375 1.07
= 0.35

/
/

M 1E = 1 3 ×× FE L1

 = 0.05 × a W L 1

= 0.05 × 300 × 0.5 × 0.05
= 0.375 (N•m)

/
× ×v

Item Load factor Note

n = 0.812 ≤ 1
From above, selection cylinder match the request of MRX Ø15 operating

Review W
W max is the maximum load mass at av
Review M1、M2、M3
M max is the allowable moment at av
Review M1E、M2E、M3E
ME max is the allowable moment at av

: Average speed: ;Collision speed avv

avE

= M   / M max

= 0.245 (N • m)

= W × g × L
= 0.5 × 9.8 × 0.05

= 0.245 / 3
= 0.082

α

M 12

2 22

Operat ing condi t ions

Cylinder : MRX Ø15
Terminal butter mechanism : Standard ( Shock absorber )
Mounting : Side mounting L 1 = 50 ( mm ) L 2 = 40 ( mm )

Speed ( Average ) :       = 300 ( mm/s )
Load mass : W = 0.5 ( kg )
Excluding mass of arm section

av

Investigate W
Find the value of W max at
300 mm/s in graph  6  for W3

Investigate M2

Find the value of M2 max at
300 mm/s in graph  2

= 1.4 ×     a
= 1.4 × 300
= 420 (mm/s)

vv

Find the value of M1E max at
420 mm/s in graph  1

From above,
find the value of M3E max at
420 mm/s in graph  3
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MRX series Magnetically Coupled Rodless Cylinder (Linear guide)

Installation

Calculation example  ②

= W / W
= 3 / 12
= 0.25

maxα1

W

= M   / M max

= 1.47 (N • m)

= W × g × L
= 3 × 9.8 × 0.05

= 1.47 / 14
= 0.105

α2 a

M 1 1

1 1

Wxg

L2

M3

= M   / M max33

= 1.176 (N • m)

= W × g × L
= 3 × 9.8 × 0.04

= 1.176 / 14
= 0.084

α2 b

M 23

Wxg
L1

M1

α3A = M1E M 1E max
= 2.25 10
= 0.225

/
/

M 1E = 1 3 ×× FE L1

 = 0.05 × a W L 1

= 0.05 × 300 × 3 × 0.05
= 2.25 (N•m)

/
× ×v

v

Wxg
L1

M1

M1E
FE

α3B = M3E M 3E max

= 1.8 10
= 0.18

/
/

M 3E = 1 3 ×× FE L2

 = 0.05 × a W L 2

= 0.05 × 300 × 3 × 0.04
= 1.8 (N•m)

/
× ×v

WxgL2

M3

M3E FE

v

= 1.4 100 × g × W× v aFE /

Σα Σαα αn = 1 + 2 +α3A +α3B = 0.25 + 0.105 + 0.084 + 0.225 + 0.18 = 0.844 n = 0.844 ≤ 1

Calculation example 2

Operat ing condi t ions

Cylinder : MRX Ø25
Terminal butter mechanism : Standard ( Shock absorber )
Mounting : Vertical mounting L 1 = 50 ( mm ) L 2 = 40 ( mm )

Speed ( Average ) :       = 300 ( mm/s )
Load mass : W = 3 ( kg )
Excluding mass of arm section

av

1 Load mass

2 Static moment

3 Dynamic moment

Item Load factor Note

Investigate W
Find the value of W max at
300 mm/s in graph  7  for W4

Investigate M1

Find the value of M1 max at
300 mm/s in graph  1

Investigate M3

Find the value of M3max at
300 mm/s in graph  3

= 1.4 ×     a
= 1.4 × 300
= 420 (mm/s)

vv

Find the value of M1E max at
420 mm/s in graph  1

From above,
find the value of M3E max at
420 mm/s in graph  3

From above, selection cylinder match the request of MRX Ø25 operating

MRX  series ( Linear guides )

Magnetic rodless cylinder
Design • Installation reference
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Caution for installation

Distance between load and Supports

MRX series Magnetically Coupled Rodless Cylinder (Linear guide)

Installation

Caution for installation

Distance between load and Supports

0
100 200 300 400 500 600 700 800 9000

10
20
30
40
50
60
70
80
90

100
110
120
130
140

Lo
ad

  W
(N

)

Distance between supports  L (mm)

MRX Ø10

MRX Ø15

MRX Ø20

MRX Ø25

In vertical operation, besure the maximum load mass (W4) to prevent
a drop due to slipping off of magnet couplings.

W

L

W

L

W

L L

Mounting hole
in the middle

Long stroke operation causes deflection of the path table or cylinder tube. In such a case, provide an
intermediate support.

1.

As the figure, provide an intermediate support with the mounting holes on the center of the path table
if the load of mass (W) exceed distance between supports (L).

2.

If the counter surface lacks precision, malfunction may result so adjust the level at the same time.3.
Providing an intermediate support with the mounting holes on the center of the path table if cylinder
device in the section which is shock and strike easily.

4.

In case the product is installed on the ceiling, please apply L position space as the bolt distance.5.

MRX  series ( Linear guides )

Magnetic rodless cylinder
Design • Installation reference

Caution for installation

Distance between load and Supports

0
100 200 300 400 500 600 700 800 9000

10
20
30
40
50
60
70
80
90

100
110
120
130
140

Lo
ad

  W
(N

)

Distance between supports  L (mm)

MRX Ø10

MRX Ø15

MRX Ø20

MRX Ø25

In vertical operation, besure the maximum load mass (W4) to prevent
a drop due to slipping off of magnet couplings.

W

L

W

L

W

L L

Mounting hole
in the middle

Long stroke operation causes deflection of the path table or cylinder tube. In such a case, provide an
intermediate support.

1.

As the figure, provide an intermediate support with the mounting holes on the center of the path table
if the load of mass (W) exceed distance between supports (L).

2.

If the counter surface lacks precision, malfunction may result so adjust the level at the same time.3.
Providing an intermediate support with the mounting holes on the center of the path table if cylinder
device in the section which is shock and strike easily.

4.

In case the product is installed on the ceiling, please apply L position space as the bolt distance.5.

MRX  series ( Linear guides )

Magnetic rodless cylinder
Design • Installation reference
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MRX series Magnetically Coupled Rodless Cylinder (Linear guide)

Dimensions

MRX  Ø10 

Unit: mm

B
A

Stroke
Mark

C

C’

12
33

23 23

B

30
4-M4×0.7P×6dp

4-M3×0.5P×6dp3

29 Ø3     ×3dp

40

581.5




+0.01
+0

4

+0.01
+0

9

18.5

A

2-M5×0.8P×6dp

13
7

18.5

9

2728

19

M8×1.0P

6.5 13 2-M5×0.8P×6dp

86

57
.5

19
.5

13
.5

21

M5×0.8P

Ø
4.

2

Ø
7.

5

8

3.5

SECTON C - C’

MRX × ST

74 99 124 149 174 199

148 198 248 298 398348

50 100 150 200 250 300

MRX  Ø10 

Dimension
Shock absorber

(Option)

SAT-0806

Mounting hole

Piping hole

(Both sides)

(Both sides)

Piping hole
(Both sides)

B
A

Stroke
Mark

C

C’

12
33

23 23

B

30
4-M4×0.7P×6dp

4-M3×0.5P×6dp3

29 Ø3     ×3dp

40

581.5




+0.01
+0

4

+0.01
+0

9

18.5

A

2-M5×0.8P×6dp

13
7

18.5

9

2728

19

M8×1.0P

6.5 13 2-M5×0.8P×6dp

86

57
.5

19
.5

13
.5

21

M5×0.8P

Ø
4.

2

Ø
7.

5

8

3.5

SECTON C - C’

MRX × ST

74 99 124 149 174 199

148 198 248 298 398348

50 100 150 200 250 300

MRX  Ø10 

Dimension
Shock absorber

(Option)

SAT-0806

Mounting hole

Piping hole

(Both sides)

(Both sides)

Piping hole
(Both sides)

Dimension Shock absorber
(Option)
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B
A

Stroke
Mark

MRX × ST

MRX - Ø15 

102.5 127.5 152.5 177.5 202.5

155 205 255 305 405355

50 100 150 200 250 300

227.5

455

350

252.5

505

400

277.5

555

450

302.5

605

500

C

C’

23 23

B

13
38

19

2-M5×0.8P×6dp

10
0

11
.5

6

33
.5

10 15.5

17.5 15.5

2-M8×1.0P

9

18.5

A

18.5

9

2-M5×0.8P×6dp

15
.5

10

3940

Ø
9

11

5

M6×1.0P

Ø
5.

2

SECTON C - C’

35
4-M5x0.8P×12dp

4-M3×0.5P×8dp3

50

651.5




32.5 Ø3     × 3dp
+0.01
+0

4

+0.01
+0

Dimension
Shock absorber

(Option)

SAT-0806

MRX  series ( Linear guides )
Magnetic rodless cylinder
External dimension

Mounting hole

Piping hole

(Both sides)

(Both sides)

Piping hole
(Both sides)

B
A

Stroke
Mark

MRX × ST

MRX - Ø15 

102.5 127.5 152.5 177.5 202.5

155 205 255 305 405355

50 100 150 200 250 300

227.5

455

350

252.5

505

400

277.5

555

450

302.5

605

500

C

C’

23 23

B

13
38

19

2-M5×0.8P×6dp

10
0

11
.5

6

33
.5

10 15.5

17.5 15.5

2-M8×1.0P

9

18.5

A

18.5

9

2-M5×0.8P×6dp

15
.5

10

3940

Ø
9

11

5

M6×1.0P

Ø
5.

2

SECTON C - C’

35
4-M5x0.8P×12dp

4-M3×0.5P×8dp3

50

651.5




32.5 Ø3     × 3dp
+0.01
+0

4

+0.01
+0

Dimension
Shock absorber

(Option)

SAT-0806

MRX  series ( Linear guides )
Magnetic rodless cylinder
External dimension

Mounting hole

Piping hole

(Both sides)

(Both sides)

Piping hole
(Both sides)

MRX series Magnetically Coupled Rodless Cylinder (Linear guide)

Dimensions

MRX  Ø15 

Dimension Shock absorber
(Option)

Unit: mm
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B
A

Stroke
Mark

MRX - Ø20 

MRX × ST

115.5 140.5 165.5 190.5 215.5

181 231 281 331 431381

50 100 150 200 250 300

240.5

481

350

265.5

531

400

290.5

581

450

315.5

631

500

C

C’








30 30

B

21

11
5

11
.5

7.
5

37

11.5 16

19 17

2-M10×1.0P

2-M5×0.8P×6dp

12

24

A

24

12

2-M5×0.8P×6dp

16
11

.5

4345

11

5.5

Ø
5.

2

M6×1.0P

Ø
9

SECTON C - C’

40 Ø4     × 4dp
+0.01
+0

60



4
45

60

801.5

4-M6×1.0P×14dp

4-M4×0.7P×9dp
+0.01
+0

Shock absorber
(Option)

SAT-1007

Dimension

MRX  series ( Linear guides )
Magnetic rodless cylinder
External dimension

Mounting hole

Piping hole

( Both sides)

(Both sides)

Piping hole (Both sides)

B
A

Stroke
Mark

MRX - Ø20 

MRX × ST

115.5 140.5 165.5 190.5 215.5

181 231 281 331 431381

50 100 150 200 250 300

240.5

481

350

265.5

531

400

290.5

581

450

315.5

631

500

C

C’








30 30

B

21

11
5

11
.5

7.
5

37

11.5 16

19 17

2-M10×1.0P

2-M5×0.8P×6dp

12

24

A

24

12

2-M5×0.8P×6dp

16
11

.5

4345

11

5.5

Ø
5.

2

M6×1.0P

Ø
9

SECTON C - C’

40 Ø4     × 4dp
+0.01
+0

60



4
45

60

801.5

4-M6×1.0P×14dp

4-M4×0.7P×9dp
+0.01
+0

Shock absorber
(Option)

SAT-1007

Dimension

MRX  series ( Linear guides )
Magnetic rodless cylinder
External dimension

Mounting hole

Piping hole

( Both sides)

(Both sides)

Piping hole (Both sides)

Shock absorber
(Option)

MRX series Magnetically Coupled Rodless Cylinder (Linear guide)

Dimensions

MRX  Ø20 

Dimension Shock absorber
(Option)

Unit: mm
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MRX × ST

MRX - Ø25 

B 120 145 170 195 220

A 190 240 290 340 440390

50 100 150 200 250 300

245

490

350

270

540

400

295

590

450

320

640

500

345

690

550

370

740

600

45
4-M8×1.25P×14dp

4-M5×0.8P×9dp5

65

891.5

7.
5




44.5 Ø5     × 5dp
+0.01
+0

+0.01
+0

C

C’

30 30

B

14
.5

52

12

24

A

24

12

17
.5

12
.5

4748

2-M5×0.8P×6dp

13

5.5

Ø
5.

2

M6×1.0P

Ø
9

SECTON C - C’

23
44

2-M10×1.0P

12.5 17.5

20 19

12
9

23
.5

2-M5×0.8P×6dp

SAT-1007

Shock absorber
(Option)Dimension

Stroke
Mark

MRX  series ( Linear guides )
Magnetic rodless cylinder
External dimension

Mounting hole

Piping hole

(Both sides)

(Both sides)

Piping hole (Both sides)

MRX × ST

MRX - Ø25 

B 120 145 170 195 220

A 190 240 290 340 440390

50 100 150 200 250 300

245

490

350

270

540

400

295

590

450

320

640

500

345

690

550

370

740

600

45
4-M8×1.25P×14dp

4-M5×0.8P×9dp5

65

891.5

7.
5




44.5 Ø5     × 5dp
+0.01
+0

+0.01
+0

C

C’

30 30

B

14
.5

52

12

24

A

24

12

17
.5

12
.5

4748

2-M5×0.8P×6dp

13

5.5

Ø
5.

2

M6×1.0P

Ø
9

SECTON C - C’

23

44

2-M10×1.0P

12.5 17.5

20 19

12
9

23
.5

2-M5×0.8P×6dp

SAT-1007

Shock absorber
(Option)Dimension

Stroke
Mark

MRX  series ( Linear guides )
Magnetic rodless cylinder
External dimension

Mounting hole

Piping hole

(Both sides)

(Both sides)

Piping hole (Both sides)

MRX series Magnetically Coupled Rodless Cylinder (Linear guide)

Dimensions

MRX  Ø25 

Dimension Shock absorber
(Option)Unit: mm
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Sensor switch setting and operating range

Shock absorber and Sensor switch mounting

With shock absorberA
With adjustable screwB

Sensor switch

Shock absorber

Shock absorber

Sensor switch setting and Operating range
CS-9D(B)

Ø20
Ø15

Ø25

10
9

1
1.2
1.2

Ø10 10 1
8
8 1.2

1
8 1

CS-8GCS-9D(B)

1311 1.2

Response differential(R)
Model

Bore size Response differential(R)Operating range (F) Operating range (F)

Sensing range

Operating range

Sensor swi tch is  f ixed on the cyl inder body.
The magnet ic  p is ton head wi l l  act ivate the
Sensor swi tch when i t  enters the operat ing
range.  I t  has 0.5mm di fferent ia l .

When piston head moves the switch setting and
adjustment will be based on the responding range
generated by the magnetic field and the switch.
(Please refer to the below table)

Sensor switch introduction

CS-9D Voltage : DC 4 ~ 120 V
AC 4 ~ 120 V

White (+)
Black (–)

CS-9B Voltage : DC 4 ~ 120 V
AC 4 ~ 120 V

White (+)
Black (–)

Magnet Fixed screw
LightSensor switch

Sensing range(G)

Operating range (F)Hysteresis(R)

Most sensitive position

Hysteresis(R)

Shock absorber and Sensor switch mounting

With shock absorberA
With adjustable screwB

Sensor switch

Shock absorber

Shock absorber

Sensor switch setting and Operating range
CS-9D(B)

Ø20
Ø15

Ø25

10
9

1
1.2
1.2

Ø10 10 1
8
8 1.2

1
8 1

CS-8GCS-9D(B)

1311 1.2

Response differential(R)
Model

Bore size Response differential(R)Operating range (F) Operating range (F)

Sensing range

Operating range

Sensor swi tch is  f ixed on the cyl inder body.
The magnet ic  p is ton head wi l l  act ivate the
Sensor swi tch when i t  enters the operat ing
range.  I t  has 0.5mm di fferent ia l .

When piston head moves the switch setting and
adjustment will be based on the responding range
generated by the magnetic field and the switch.
(Please refer to the below table)

Sensor switch introduction

CS-9D Voltage : DC 4 ~ 120 V
AC 4 ~ 120 V

White (+)
Black (–)

CS-9B Voltage : DC 4 ~ 120 V
AC 4 ~ 120 V

White (+)
Black (–)

Magnet Fixed screw
LightSensor switch

Sensing range(G)

Operating range (F)Hysteresis(R)

Most sensitive position

Hysteresis(R)

Shock absorber and Sensor switch mounting

With shock absorberA
With adjustable screwB

Sensor switch

Shock absorber

Shock absorber

Sensor switch setting and Operating range
CS-9D(B)

Ø20
Ø15

Ø25

10
9

1
1.2
1.2

Ø10 10 1
8
8 1.2

1
8 1

CS-8GCS-9D(B)

1311 1.2

Response differential(R)
Model

Bore size Response differential(R)Operating range (F) Operating range (F)

Sensing range

Operating range

Sensor swi tch is  f ixed on the cyl inder body.
The magnet ic  p is ton head wi l l  act ivate the
Sensor swi tch when i t  enters the operat ing
range.  I t  has 0.5mm di fferent ia l .

When piston head moves the switch setting and
adjustment will be based on the responding range
generated by the magnetic field and the switch.
(Please refer to the below table)

Sensor switch introduction

CS-9D Voltage : DC 4 ~ 120 V
AC 4 ~ 120 V

White (+)
Black (–)

CS-9B Voltage : DC 4 ~ 120 V
AC 4 ~ 120 V

White (+)
Black (–)

Magnet Fixed screw
LightSensor switch

Sensing range(G)

Operating range (F)Hysteresis(R)

Most sensitive position

Hysteresis(R)

MRX series Magnetically Coupled Rodless Cylinder (Linear guide)

Mounting type and operation of sensor switch

Sensor switch mounting type

Sensor switch introduction
接線型式

其他產品如有遇到這四個感應器
也請將裡面的數字做更替

CS - 95

氣缸缸徑 (F) (R)

Ø25
Ø32
Ø40

6.5

19.5

22.5

2

Ø20 9.7 1.5

2.5

2.5

單位：mm
接線型式

DC ( AC ) 10 ~ 240V 
DC ( AC ) 10 ~ 150V 

(+)
(–)

CS - 95

Brown(+)
Blue(–)

Brown(+)
Blue(–)

Brown(+)
Blue(–)

Brown(+)
Blue(–)

Voltage: DC 5~120V
AC 5~120V

Voltage: DC 5~120V
AC 5~120V

Voltage: DC 5~30V Voltage: DC 5~30V

CS-9D CS-9B

CS-8G CS-8B

Sensing range
Sensor switch is fixed on the cylinder body. The 
magnetic piston head will activate the sensor 
switch when it enters the operating range. It has 
0.5mm differential.

Operating range
When piston head moves the switch setting and
adjustment will be based on the responding 
range generated by the magnetic field and the 
switch.(Please refer to the below table)




