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JTD series Guide cylinder Ø20 ~ Ø63 P.6-3.90

JCF series Slider base type guid cylinder 
(with Flange)

Ø20 ~ Ø63 P.6-3.96

JE  series Compact cylinder Ø12 ~ Ø100 P.6-3.99

JM  series Oval piston plate cylinder JM 20 ~ JM 40 P.6-3.105

JCB series Side-mounted guide cylinder Ø12 ~ Ø63 P.6-3.93

JTF series Slider type guid cylinder 
(with Flange)

Ø20 ~ Ø63 P.6-3.92





Actuator Unit － J series The Module Type Cylinder
Slider type/ Slider base type Guide cylinder 

20
25
32
40
50
63

10 20 30 40 50 10 20 30 40 50 65 75 9060 75 85 100

※Note: Non-standard stroke is special made, calculate at the multiple of 10 and use the decimal system length inner processing treatment.

(mm)

Internal structure

Standard stroke

Standard type (Without magnet) Standard type (With magnet)Bore size

Mounting type (Reference) Code of order
C

JTD
 2520 56  1

JTD
 25*20

I
CH

LE
治

具
缸

331

Vertical mounting type

ILC
HE

C
JTD

 2520 56  1
JTD

 25*20
治

具
缸

331

Bottom mounting type

Front flange mounting type

ILC
HE

C
JTF 2520 56  1

JTF 25*20
治

具
缸

331

20 – Ø20 mm

25 – Ø25 mm

32 – Ø32 mm

40 – Ø40 mm

50 – Ø50 mm

63 – Ø63 mm

Ø20 – mm10 ~ 60

Ø25 – mm10 ~ 60

Ø32 – mm10 ~ 75

Ø40 – mm10 ~ 75

Ø50 – mm10 ~ 100

Ø63 10 ~ 100– mm

JTD

JTD:
Guide Cylinder 

JTF: 
Flange Type 
Guide Cylinder 

50 S E 2

CS-30E S E 2
None: Without magnet

1 = 1 PCS
2 = 2 PCS

: With magnet
: Sensor switch code

(CS-30E)
: Number of sensor switch

CS-9D S D 2

S
E

2

None: Without magnet

1 = 1 PCS
2 = 2 PCS

: With magnet
: Sensor switch code

(CS-9D)

: Number of sensor switch

S
D

: Sensor switch code
(CS-9B)

B

2

32

Note
S: With magnet mark “ S ”

Model Bore size Stroke Sensor switch

JTD series Guide Cylinder 

JG

JD

JQ

JTD

JTF

JCB

JCF

JE

JM

NB

NA2

ND

NQ

NU

MSI

NA

Product features
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JTD STx

※Note: L, M dimension are the spec. with magnet. Without magnet, the length of body reduces 10mm.
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D

PT 1/8
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JTD Ø20 ~ Ø63

40

20

32
25

50
63

L L1 M PN O Q R S T U V W X

36.5

31.2

34

29.5

42.5

38.6

6.51034 1741.5 M6 x 1.0P

51.5

47.6

44

14

14

12

48

60

40
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24

20

M8 x 1.25P

M8 x 1.25P

M8 x 1.25P

9

9

9

171.5 35

37.2 28

2434

8

8

14

12 M6 x 1.0P

M6 x 1.0P 6.5

6.5 33
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51
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1.9
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3.9

3.8
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37.5

6.5

6.5

9

8.5

8.5

5.5

L + Stroke

P M + Stroke

L1 

Ø
W

2-ØT

ON

R

Q

R

4-S

O

Q

N

U

U (Mounting hole)

2-Guide

2-DØ
V

H H

C

E

A B
B

A

2-F
Body
mounting hole

2-ØX

Bore size

Bore size

Thru-hole Ø6.8, Thread M8x1.25Px11 dp; Pole hole Ø9.5x8 dp

Thru-hole Ø5.1, Thread M6x1Px8 dp; Pole hole Ø8x6 dp

Thru-hole Ø5.1, Thread M6x1Px8 dp; Pole hole Ø8x6 dp

Thru-hole Ø4.3, Thread M5x0.8Px6 dp; Pole hole Ø7x5 dp

Thru-hole Ø6.8, Thread M8x1.25Px10 dp; Pole hole Ø11x8.5 dp

Thru-hole Ø6.8, Thread M8x1.25Px10 dp; Pole hole Ø11x8.5 dp

JTD series Guide Cylinder 
Dimension
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M PN O Q R S T U

40

20

32

25

A B

50

63

C E F G H I J K L V

1211 0.5 M8×1.25P951 81652 12 M8×1.256440 PT 1/85813.6 76 17 610 44

1411 0.5 M8×1.25P961 82062 12 M8×1.257448 71 PT 1/419 86 19 610.85 47.6

1411 0.5 M8×1.25P974 82075 12 M8×1.258760 84.5 PT 1/420.5 99 19.5 611 51.5

6.5 109 0.5 M6×1.0P43 61244 105434 50 PT 1/813.6 64 16 59 41.5M6×1.0

JTF STx
JTF Ø20 ~ Ø63

※Note: V dimension are the spec. with magnet. Without magnet, the length of body reduces - 10mm. 

107.534 8 0.5 M6×1.0P6.533 58 M5×0.824 43 M5×0.8P52 12.5 47.5 35

9 8 0.5 M6×1.0P6.539 61040 10 M6×1.05028 M5×0.8P60 13.5 58 37.2

FB

I

C

C

B

G

4-U 4-T

E

A
2-H

P

Q R

O

L

J K

2-S

Ø
N

Ø
M I

V + Stroke

Bore
size

JTF series Flange Type Guide Cylinder 

JG

JD

JQ

JTD

JTF

JCB

JCF

JE

JM

NB

NA2

ND

NQ

NU

MSI

NA

Dimension




