
6-12.26

Internal structure

Code of order

10

10 : 0.14 N  m
N  m15 : 0.38
N  m20 : 0.81
N  m30 : 1.8
N  m40 : 3.8
N  m50 : 5

Torque force

180

90  -  90°

180  -  180°

Rotation angle

RMF

Model

B port

A port

18
0°

Angle adjustment range 10°

Angle adjustment range 10°

90°
Angle adjustment range 10°
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Specification

Rotation angle

0.14 0.38 0.78

M5x0.8P 1/8

5 ~ 60

1.5 ~ 7 ( 150 ~ 700 )2~7(200~700)

90° 180°

RMF10 RMF15 RMF20 RMF30 RMF40 RMF50

1.8

0.005 0.013 0.032 0.056

3.8

0.1

5

0.2

C 1

Sensor bracket

C 2
None: Standard type

2 : 1 = 1 PCS   2 = 2 PCS
C : Sensor bracket

SG 1

Sensor switch

SG 2CS-8G

None: Without sensor switch

2 : 1 = 1 PCS   2 = 2 PCS
SG : Sensor switch mark (CS-8G)

Double acting

Air

N．mTorque force

Rotation angle

Pressure range

Ambient and fluid temperature

Allowable kinetic energy



℃

J

Kgf/cm² (kPa)

Action

Fluid

Port size

Item Model 

RMF series
Rotary cylinder

RMF series Rotary Table 
Product features



6-12.27

Internal structure

Code of order

10

10 : 0.14 N  m
N  m15 : 0.38
N  m20 : 0.81
N  m30 : 1.8
N  m40 : 3.8
N  m50 : 5

Torque force

180

90  -  90°

180  -  180°

Rotation angle

RMF

Model

B port

A port

18
0°

Angle adjustment range 10°

Angle adjustment range 10°

90°
Angle adjustment range 10°

A
ng

le
 a
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us

tm
en
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e 

10
°

Specification

Rotation angle

0.14 0.38 0.78

M5x0.8P 1/8

5 ~ 60

1.5 ~ 7 ( 150 ~ 700 )2~7(200~700)

90° 180°

RMF10 RMF15 RMF20 RMF30 RMF40 RMF50

1.8

0.005 0.013 0.032 0.056

3.8

0.1

5

0.2

C 1

Sensor bracket

C 2
None: Standard type

2 : 1 = 1 PCS   2 = 2 PCS
C : Sensor bracket

SG 1

Sensor switch

SG 2CS-8G

None: Without sensor switch

2 : 1 = 1 PCS   2 = 2 PCS
SG : Sensor switch mark (CS-8G)

Double acting

Air

N．mTorque force

Rotation angle

Pressure range

Ambient and fluid temperature

Allowable kinetic energy



℃

J

Kgf/cm² (kPa)

Action

Fluid

Port size

Item Model 

RMF series
Rotary cylinder

RMF series Rotary Table 
Product features

Allowable load

1

2

3

4

5

6

7

8

9

10

11
12

13

14

15

16

17

18

19

20
21

01 Aluminum alloy Aluminum alloy

Aluminum alloy

Alloy Aluminum alloy

Aluminum alloy

Aluminum alloy

Rotating plate

02
03
04
05
06
07

08
09
10
11
12
13
14

15
16
17
18
19
20
21

Bearing cover

Top cover

Spacer block

End cover

Bearing steelBearing

Connector

Rotary unit shaft

IronHexagon socket screw Alloy steel

Alloy steel

Alloy steel

Alloy steel

Alloy steel

Alloy steel

Alloy steel

Hexagon socket screw

Hexagon socket screw

Base block spacer Stainless steel

Magnet Rare earth material

Sensor switch holder

Rear cover

Hexagon socket screw

Sensor base 
Sensor base block Stainless steel

Holder block Aluminum alloy

Round head screw Alloy steel

Hexagon socket screw

RMF30
RMF40
RMF50

Side load (N)

RMF20
RMF15
RMF10

Vertical load(N)
(a) (b) Allowable torque (N.m)

60

50

40

20

35

25

10

8

70

50

25

13

2.9

70 45 90 7

90 60 110 9.5

0.9

0.7

0.3

Model

Loding way (a) (b)

Effective output

Air pressure (MPa)

▼ RMF 20








   

Air pressure (MPa)

▼ RMF 30





   

Air pressure (MPa)

▼ RMF 50





   

Air pressure (MPa)

▼ RMF 40





   

Air pressure (MPa)

▼ RMF 10
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Air pressure (MPa)

▼ RMF 15 








      

No. Item Material No. Item Material No. Item Material

RMF series Rotary Table 

RTP

RTU

RTZB

RTM

RTH

RTBM

RMF

RTB

Product features

Components and material list

Internal structure



6-12.28

RMF 10

3.
5

9.
3

14
.5

10
.5

1

3x3dp (Three sides)

27

3x5dp (Three sides)

2-Ø4.5
Through hole

12.14

Ø 17

Ø 35

Ø 36

2

14
.7

1.
5

2.
5

14
.5

24
2

32

1

8

Ø 4

Ø 9

Ø 30

Ø 36

27

8.5 19
.2

2-M3x0.5P
Port connection

2-Ø4.5 
Through hole

31 38

31

38

2-M4x0.7Px8dp

31

38

14.5

Ø
25 31 38

1.5

2.5x5dp

22.5°

2-M4x0.7Px8dp

2-Ø4.5 Through hole8-M3x0.5Px5dp

RMF series Rotary Table 
Dimensions



6-12.29

RMF 10

3.
5

9.
3

14
.5

10
.5

1

3x3dp (Three sides)

27

3x5dp (Three sides)

2-Ø4.5
Through hole

12.14

Ø 17

Ø 35

Ø 36

2

14
.7

1.
5

2.
5

14
.5

24
2

32

1

8

Ø 4

Ø 9

Ø 30

Ø 36

27

8.5 19
.2

2-M3x0.5P
Port connection

2-Ø4.5 
Through hole

31 38

31

38

2-M4x0.7Px8dp

31

38

14.5

Ø
25 31 38

1.5

2.5x5dp

22.5°

2-M4x0.7Px8dp

2-Ø4.5 Through hole8-M3x0.5Px5dp

RMF series Rotary Table 
Dimensions

RMF 15

5

Ø 21

Ø 41

Ø 42

3

18

16

26
2

38

1.
5

9.
1

Ø 5

Ø 12

Ø 35

Ø 42

29

2-Ø4.5
Through hole

2-M5x0.8P
Port connection

22
2 2.

5

10.5
4

11
.5

1

10
.5

16

3x3dp (Three sides)

29

9.1

3x5dp (Three sides)

2-Ø4.5
Through hole

36

44

36 44

2-M4x0.7Px8dp

Ø
30 36 44

36

44

17

2-M4x0.7Px8dp

2-Ø4.5 Through hole8-M4x0.7Px7dp

2

3x5dp

22.5°

RMF series Rotary Table 

RTP

RTU

RTZB

RTM

RTH

RTBM

RMF

RTB

Dimensions



6-12.30

RMF 20

4x4dp (Three sides)

36

6.
5

12
.5

1

11
.2

19
.5

6.1

4x6dp (Three sides)

2-Ø5.5
Through hole

5

Ø26

Ø47

Ø48

4.
5

21
.5

19
.5

30
.5

3.
4

48
.5

1.
6

9.
6

Ø6

Ø14

Ø44

Ø48

36

25
.9

2 2.
5

2-Ø5.5
Through hole

2-M5x0.8P
Port connection

15

41 50

41

50

2-M5x0.8Px10dp

Ø
37 41 50

41

50

21
2-M5x0.8Px10dp

2-Ø5.5 Through hole

2

3x5dp
22.5°

8-M4x0.7Px8dp

RMF series Rotary Table 
Dimensions



6-12.31

RMF 20

4x4dp (Three sides)

36

6.
5

12
.5

1

11
.2

19
.5

6.1

4x6dp (Three sides)

2-Ø5.5
Through hole

5

Ø26

Ø47

Ø48

4.
5

21
.5

19
.5

30
.5

3.
4

48
.5

1.
6

9.
6

Ø6

Ø14

Ø44

Ø48

36

25
.9

2 2.
5

2-Ø5.5
Through hole

2-M5x0.8P
Port connection

15

41 50

41

50

2-M5x0.8Px10dp

Ø
37 41 50

41

50

21
2-M5x0.8Px10dp

2-Ø5.5 Through hole

2

3x5dp
22.5°

8-M4x0.7Px8dp

RMF series Rotary Table 
Dimensions

RMF 30

6

Ø30

Ø52

Ø53.5

5

22

21
.5

34
5.

8

60

213

Ø8

Ø16

Ø51

Ø53.5

43

2.
5

3

28
.6

2-Ø6.5
Through hole

2-M5x0.8P
Port connection

13.5

12
.3

21
.5

19

7.
5

13
.5

1

4x4dp (Three sides)

43

4x6dp (Three sides)

2-Ø6.5
Through hole

45 56

45

56

2-M6x1.0Px12dp

Ø
42 45 56

45

56

25

2

22.5°

3x5dp

2-Ø6.6 Through hole

2-M6x1.0Px12dp

8-M5x0.8Px8dp

RMF series Rotary Table 

RTP

RTU

RTZB

RTM

RTH

RTBM

RMF

RTB

Dimensions
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RMF 40

72
58

58 72

2-M8x1.25Px15dp

13

15
.6

25
.5

53
4x4dp (Three sides)

1
14

.5
10

.5

Ø4x4dp (Three sides)
With chamfer C0.2

2-Ø8.5
Through hole

Ø25
Ø10

53
Ø64
Ø70

4.
5

15

6
25

.5
5

44
24

72
.6

8
Ø35

43.
7

Ø68
Ø70

2-Ø8.5
Through hole

M5x0.8P
Port connection

28
58
72

Ø
50

8-M6x1.0Px9dp 2-Ø8.5 Through hole

58 7222.5°
4x5dp 2-M8x1.25Px15dp

2

RMF series Rotary Table 
Dimensions



6-12.33

RMF 40

72
58

58 72

2-M8x1.25Px15dp

13

15
.6

25
.5

53
4x4dp (Three sides)

1
14

.5
10

.5

Ø4x4dp (Three sides)
With chamfer C0.2

2-Ø8.5
Through hole

Ø25
Ø10

53
Ø64
Ø70

4.
5

15

6
25

.5
5

44
24

72
.6

8
Ø35

43.
7

Ø68
Ø70

2-Ø8.5
Through hole

M5x0.8P
Port connection

28
58
72

Ø
50

8-M6x1.0Px9dp 2-Ø8.5 Through hole

58 7222.5°
4x5dp 2-M8x1.25Px15dp

2

RMF series Rotary Table 
Dimensions

RMF 50

40
76
92

Ø
70

8-M8x1.25Px13dp 2-Ø10.5 Through hole

76 9222.5°
4x5dp

2-M10x1.5Px20dp

2

76 92

2-M10x1.5Px20dp

92
76

3

19
.5

6
33

.4
5

54
.4

31
95

.5

10
Ø50
Ø88
Ø90

75

2-Ø11
Through hole

2-PT 1/8
Port connection

Ø12
10

Ø25
Ø60

79
Ø90

66

7

20
.4

33
.4

66
78.4

Ø5x5dp (Three sides)

1
16

.5
16

.4
2-Ø11
Through hole

Ø5x5dp (Three sides)
With chamfer C0.2

RMF series Rotary Table 

RTP

RTU

RTZB

RTM

RTH

RTBM

RMF

RTB

Dimensions



6-12.34

CS-8G CS-8GN(P)



 (+)

(-)


K

Fixed screw of the holder

Holder M

P

Sensor switch S

Fixed screw

Sensor switch introduction

◎Method of adjustment :

1. Loosen the Fixed screw of the holder  P  to allow sliding both sides.

Insert the sensor switch  S  into Holder  M  to flush with bottom,and
then tighten the fixed screw  K  .

2.

3. Adjust the Holder  M  to desired angle,and then tighten the
Fixed screw of the holder  P  .

Brown(+)
Blue (  )

Sensor switch adjustment on rotary cylinder

RMF series Rotary Table 
Sensor switch operating range and the setting

Voltage: DC 5V ~ 30V
AC 5V ~ 30V

RTB-10 SAT-0806N
RTB-20 SAT-1007N
RTB-30 SAT-1007N
RTB-50 SAT-1412N

SAT-2015N
SAT-2015N

RTB-70
RTB-100
RTB-200
RTB-300
RTB-500

SAT-2725N
SAT-2725N
SAT-2725N

1.5~7 (150~700)

0~50

180

PT 1/8M5x0.8PM3x0.5P

Rotation angle

Adjustable angle

Pressure range

Ambient and fluid temperature
Allowable
kinetic
energy

Adjustment bolt

Shock absorber

RTB 3 RTB 7 RTB10 RTB20 RTB30 RTB50 RTB70 RTB100 RTB200 RTB300 RTB500

0 ~ 190

1.50.3 0.6 2.2 3.2 5.5 7.5 9.8

ØØ Ø Ø Ø Ø

19

Ø

31

Ø

45

0.0070.002 0.006 0.025 0.048 0.081 0.24 0.32 0.56 1 1.5

0.039 0.116 0.116 0.294 1.1 1.6 2.9 3.5 5.2

ØØØ

N  m3
N  m6
N  m6
N  m20
N  m59
N  m59
N  m147
N  m147
N  m147

Internal structure

Specification

Item Model
Double acting

Air

Action

Fluid

Torque

Bore size

Port size

Code of order

1 = 1 pcs Sensor switch
2 = 2 pcs Sensor switch



Model Sensor switchTorque force

RTB 10 SD 2

 

Model Shock absorbers Max. absorb ability

A: Shock absorber

Shock absorber

A 2



: Sensor switch mark (CS-9H)SH
: Sensor switch mark (CS-9B)SB
: Sensor switch mark (CS-9D)SD

SDN : Sensor switch mark (CS-9DNPN)
: Sensor switch mark (CS-9DPNP)SDP

: Number of sensor switch2
※For AC&DC - 5~240V Voltage

How to select shock absorbers





















































RTB series
Rotary cylinder

(option)

1 = 1 pcs
2 = 2 pcs

(option)

RTB series Rotary Table  

RTP

RTU

RTZB

RTM

RTH

RTBM

RMF

RTB

Product features

N．m

mm

℃

J

Kgf/cm² (kPa)

°

°




